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 Indicata per macellerie, industrie 
della carne.

 Suitable for butcheries and meat 
industry.

 Indiquée pour boucheries et industrie 
de la viande.

• Adatta soprattutto per il taglio di carni fresche.

• Especially suitable for cutting fresh meats.

• Particulièrement indiquée pour trancher la viande.

A!ettatrice Verticale mod. 300C | Vertical Slicer mod. 300C | Trancheuse Verticale mod. 300C
CE Professionale
CE Professional
CE Professionel

 
Caratteristiche Tecniche | Specification | Caractéristique Technique  

Codice Articolo | Item Code | Article Code AFV300C

Dimensioni | Dimensions | Dimensions 520 x 570 x 500 mm (L x P x H) (W x D x H)

Alimentazione | Power Supply | Alimentacion Electrique Monofase | Single-Phase | Monophase 
230V/1/50Hz

Disponibile anche con motore trifase | Available also with three-phase motor | Disponible aussi avec moteur triphase Trifase | Three-Phase | Triphase 400V/3/50Hz

Potenza Motore | Motor Power | Puissance Moteur 275 Watt - 1.400 rpm

Diametro Lama | Blade Diameter | Diametrè Lame 300 mm

Giri Lama | Blade Turn | Tour par minute de la Lame 210 rpm

Spessore Taglio | Slice Thickness | Epaisseur Coupe 0 - 14 mm

Capacità Taglio | Cutting Cross Section | Capacité Coupe 210 x 270h mm

Corsa Carrello | Chute Stroke | Course Chariot 310 mm

Dimensioni Carrello | Dimensions Food Chute | Dimensinos Chariot 230 x 320 mm (L x P) (W x D)

Dimensioni Appoggio Basamento | Bottom Base Dimensions | Dimensions Base d'Appui 345 x 540 mm (L x P) (W x D)

Peso Netto | Net Weight | Poids Net 29 Kg

Peso Lordo | Gross Weight | Poids Lord 33 Kg

Dimensioni Imballo | Packaged Dimensions | Dimensions de l'Emballage 730 x 620 x 530h mm

Volume Imballo | Packaged Volume | Volume de L'Emballage 0,24 Mc

Caratteristiche Funzionali | Fuctional Features | Caractéristique Fontionnel

Struttura in Alluminio Anodizzato | Structure in Anodized Aluminum | Structure en Aluminium Anodisée

Affilatoio Fisso | Fixed Blade Sharpener | Aiguiseur Fixe

Paralama estraibile | Removable blade protector | Pare-lame demontable

Manopola graduata per regolazione vela | Adjustable graduated fence knob | Bouton gradée de réglage de cloison

Trasmissione a Cinghie | Driving Belts | Transmission à Courroies

Con Carrello per Carne | Tray with Arm for Meat | Plateau avec Bras pour la Viande

Anello e Blocco Vela (Solo per Versione CE) | Blade Protection Fixed Ring and Fence Plate Safety Lock (only for CE Version) | Anneau et Bloc Cloison 
(pour Version CE)

Opitional | Additional Charges | Optionals

Prezzo Netto Imballo | Packaging Net Price | Prix Net d'Emballage  

A!ettatrice Verticale per Carne Lama ø 300 mm 
Vertical Slicer for Meat Blade ø 300 mm / Trancheuse Verticale pour Viande Lame ø 300 mm


