© Macchina utilizzata per tritare la carne. Robusta, di
facile utilizzo e pulizia.

e Used to mince meat. Sturdy, easy to use and clean.

e Utilisé pour hacher la viande. Robuste, facile a utiliser
et nettoyer.

® Indicata per ristoranti, alberghi,
negozi di alimentari, mense e
comunita.

# Suitable for restaurants, hotels,
supermarkets and refectories.

‘ ¥ Indiqué pour restaurants, hétels,
supermarchés et réfectoires.

Tritacarne mod. 12 Inox | Meat Mincer mod. 12 Stainless Steel | Hache Viande mod. 12 Inox

Senza Norme CE Versione CE
Without CE Norms CE Version

Caratteristiche Tecniche | Specification | Caractéristique Technique
Codice Articolo | Item Code | Article Code

Dimensioni | Dimensions | Dimensions

Alimentazione | Power Supply | Alimentacion Electrique

Potenza Motore | Motor Power | Puissance Moteur

Giri Coclea | Feed Screw Turn | Tour par minute de la Cochlée
Produttivita Oraria | Hour Productivity | Production Horaire

Dimensione Tramoggia | Hopper Dimensions | Dimensions Trémie

Peso Netto | Net Weight | Poids Net

Peso Lordo | Gross Weight | Poids Lord

Dimensioni Imballo | Packaged Dimensions | Dimensions de I'Emballage
Volume Imballo | Packaged Volume | Volume de L'Emballage
Caratteristiche Funzionali | Fuctional Features | Caractéristique Fontionnel

Gruppo macinazione esterno in acciaio inox lucido | External polished stainless steel mincing unit | Groupe de hachage extérieure en acier inox poli

Carenatura in acciaio inox | Stainless steel structure | Structure en acier inox

Piastra e coltello autoaffilanti inox | Self-sharpening stainless steel plate and knife | Plaque et couteau en acier inox a aiguisement automatique

Invertitore di marcia | Reversing switch | Commutateur inverseur de marche

Scheda Elettrica Bassa Tensione (24 V) solo per Versione CE | Low Voltage Electric Card (24 V) only for CE Version | Carte Electronique (24 Volt) Basse

Tension pour Version CE
Opitional | Additional Charges | Optionals

Motore Monofase | Single-Phase Motor | Moteur Monophase 230V/1/50Hz - 0,75 kW (1 HP)
Prezzo Netto Imballo | Packaging Net Price | Prix Net d'Emballage
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Sans Normatif CE Version CE

12ET 12T
240 x 480 x 400 mm (L x P x H) (W x D x H)
Trifase | Three-Phase | Triphase 400V/3/50Hz
0,75 kW (1 HP) - 1.400 rpm
120 rpm
150 Kg/h
240 x 340 x 50 mm (L x P x H) (W x D x H)
23 Kg
27 Kg
530 x 330 x 460h mm
0,08 Mc

Knife Enterprise System Plate Enterprise System



